
Copyright © 2005    All Rights Reserved
Designed and drawn by Steve Shumate

2 4 6 8

2

4

6

8

0

Scale in inches

��������	
���
�������

Battery mounted to fuselage
floor with a strip of Velcro

Removable canopy mounted 
with two toothpicks forward 

and two Velcro strips aft

Receiver

Span:  32.3"
Wing area:  220 sq in
Weight:  16 - 20 oz RTF
Wing loading:  10.5 to 13.0 oz/sq ft

Thunder Power
2100 mAh 3s shown

TP 2100

NOTES:
* All parts made from 6mm Depron or BlueCore foam unless
  otherwise indicated
* If using BlueCore, peel the plastic covering off both sides
  of all fuselage parts (leave the skin on all wing and 
  empennage parts)
* Sand all wing and empennage leading edges round and
  apply a piece of 3M Satin tape around the leading edge to 
  add smoothness and durability

0.21" dia x 15.38" carbon tube

RECOMMENDED POWER SYSTEMS:
1) For park flying:  Himax 2015-4100, 4.4 gearing,
APC 9x6 prop, 1200-1500 mAh 11.1V li-po battery, 
15+ amp ESC (16.0 oz AUW)

2) For all-out speed:  Himax 2025-5300, 3.75 gearing,
APC 7x6 prop, 1500-2100 mAh 11.1V li-po battery,
25 amp ESC (19.0 oz AUW)



4.15" Himax 2025-5300 motor
with gearbox shown

3/8" sq x 4" hardwood 
motor mount

0.21" dia x 15.38" carbon tube
spar (one each side)

0.157" dia x 7.7" carbon
tube spar (one each side)


